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IC-TB6 & IC-TB8 

LOUDSPEAKERS HARDWARE  

Tile Bridge 

 
 
 
 
 

 

 

 

 

 

 

PROD UCT OVERVIEW  

IC-TB6 is a tile bridge compatible with IC6 in-ceiling loudspeakers. 

 

IC-TB8 is a tile bridge compatible with IC8 and IC6CLASS series in-ceiling loudspeakers. 

 

KEY FEA TU RES  

• Steel tile bridge 
• It can be located in dropped ceilings with 600mm width tiles 
• IC-TB6: internal diameter 182mm 
• IC-TB8: internal diameter 230mm 
• Loudspeaker location adjustable along the tile bridge 300m 
• Weight 1,02 kg (each set of tile bridge) 
• Grey finish 
• Set of two tile bridge systems 
• Loudspeakers not included 

APPLICA TIONS  

• Security reinforcement for in-ceiling 
loudspeakers 

ACCESSORIE S AND  C OMP ATIBLE  PROD UCTS  

• IC-TB6: IC6 
• IC-TB8: IC8 & IC6CLASS Series 

 

 

 

 

 

 

 

 

 
1/2 

IC6 IC6CLASS-TR 



        ECLER TECHNICAL DATA SHEET 

 
 

 

INSTALLA TION D IA GRA M  
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All product characteristics are subject to variation due to production tolerances. NEEC AUDIO BARCELONA S.L. reserves the right to make changes or 
improvements in the design or manufacturing that may affect these product specifications. 
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