
2Northdown
Technical  Specification

Comedy Acoustic Spoken Word

Located in the heart of King’s Cross, a mere 
30 second walk from the station, officially 

opened its doors in July 2017.



www.2northdown.com

Venue Specifications
Capacity
  
Seated 65 
Seated and standing 85 
Total 100  
  
Stage
  
Multi-height-adjustable stage 
Depth: 2m 
Length: 3m 
  
Lighting equipment 
  
4 x Par 56 spotlights 
1 x pulse LEDBAR 320 
1 x Elation professional 12 Channel DMX Controller  
1 x projector and inputs  

Sound equipment 
  
4 x microphones 
1 D1 Box 
All relevant cables  
Behrunger Xenyx X1222USB Mixer 
2 x Thum 12” 1000 with speakers  
  

Additional facilities 
  
Event  staff including security 
Fully-stocked  &  licensed  bar 
Tea  and coffee  making  facilities   
Tables and flipcharts  
2 unisex accessible bathrooms 
Fully-accessible with step-free street access. 

Ceiling & clearance details 
  
Ceiling  descends  towards  the  back  of  the  
stage  &  is  wood/glass  after  front  concrete  
beam 
Ceiling  inside  front  doors: 3.9m  (excluding  
beams  that  protrude  down) 
Clearance  under  sound/lighting  deck:2.35m 
Clearance  under  girders  going  down  length  of  
room: 3.45m 
Lighting  pole  across  top  front  of  stage: 3.2m 
Maximum  stage  elevation: 0.4m 
Minimum  stage  clearance  (with  elevated  stage): 
3.2m 
Maximum  stage  clearance  (no  stage): 3.6m 
Ceiling  descends  towards  the  back  of  the  
stage  &  is  wood/glass  after  front  concrete  
beam. 

Floor Plan

http://www.2northdown.com



