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VALVES

The PLASSON Angle seat valve is designed for irrigation 
and landfill systems where one or both sides of the valve 
are connected to plastic pipes. 

Simple to install and easy to operate. With its unique positive 
coupling system all possibility of leakage is eliminated.

With a pressure rating at 10 atmospheres (150 psi), when 
the valve is fully open, water flow is completely unimpeded.

MI x MI and PE x MI Thread.

Angle Seat Valve 
For Irrigation and Landfill Systems

KEY FEATURES
 � Unique positive coupling system eliminates all    

 possibility of leakage.
 � Chemical resistant: including fertilisers, as nitrile withstands.
 � Rust-free.
 � Nitril O’ring (NBR).
 � High molecular weight polypropylene.
 � Simple to use, easy to install.
 � Full flow.
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ISO 9001
ISO 14001
ISO 45001

BUREAU VERITAS
Certification
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Angle Seat Valve 
For Irrigation and 
Landfill Systems

3047 Angle Seat Valve PP
MI x MI

3048 Angle Seat Valve PP
PE x MI Thread

Code d a (mm) b (mm) c (mm)
when closed

PV03047055 1/2” 134 102 113

PV03047077 3/4” 151 116 121

PV03047110 1” 170 131 140

PV03047188 1 ¹/4” 200 156 180

PV03047155 1 1/2” 225 181 207

PV03047220 2” 254 202 246

Code d a (mm) b (mm) c (mm)
when closed

PV03048200 20 x 1/2” 134 102 113

PV03048250 25 x 3/4” 151 116 121

PV03048320 32 x 1” 170 131 140

PV03948400 40 x 1 1/4” 200 156 180

PV03948500 50 x 1 1/2” 225 181 207

PV03948630 63 x 2” 254 202 246
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