INCLUDED IN THE KIT TOOLS REQUIRED

- 2x Grille mounting brackets

- 2x Cutter guide J
- SMART MOUNT - 8x M4x2emm Stainless bolt .-'

- 4x M8x12mm Stainless bolt

- 8 M4 Stainless washer

Mercedes-Benz Vito 2025+ - 8¢ M Stainless nut. !
- X F1 ng itnstructwons.
84050-1

SE Anviand bifogad mall foér att marka ut var ribban i grillen skall kapas och
borras. Fortsidtt markeringen hela vagen upp efter att mallen tagits bort.
INSTALLATION PROCESS Observera att mallarna &r markta med L/R rdknat i bilens firdriktning.
¢ A Skdr ut enligt markeringarna och borra hal dar skruvarna skall monteras
(6MM). OBS: Ar grillen utrustad med kromlist sparar man ej den nedre delen
av den dvre ribban, kapa dven ut under de nedre skruvhalen fér att fa

plats med baksidorna av fdstet. (Grén markering)
Montera framsidan av SMART MOUNT fastet pad rampen med bifogade

skruvar (M8x12). Fidstena ir miarkta med L/R pa baksidan.

1 Montera rampen ihop med fdstet mot ribban och anvind baksidorna
av SMART MOUNT och de bifogade skruvarna (M4x2@mm) for att klamma at
runt grillen. Skruva at med handverktyg, Ej med skruvdragare.

H Montera bifogade tacklock foér skruvarna.

[@ SMART MOUNT &r nu monterat. Repetera pa hbéger sida.

Use the attached template to mark where the bar in the grill should be cut

and drilled. Continue the selection all the way up after the template is
removed. Note that the templates are marked with L/R calculated in the

direction of travel of the car.
H Cut out according to the markings and drill holes where the screws will

be mounted (6MM). Note: If the grill is equipped with a chrome strip,
do not save the lower part of the upper rib, also cut out under the lower

screw holes to make room for the backsides of the bracket. (Green marking)
El Mount the front of the SMART MOUNT bracket to the lithgtbar with attached

screws (M8x12). The brackets are marked with L/R on the back.

[ Assemble the lightbar together with the bracket to the lath and use the
backsides of the SMART MOUNT and the attached screws (M4x20mm) to clamp
around the grill. Tighten with hand tools, Not with powertools.

B Mount the attached cover caps for the screws.

[@ SMART MOUNT is now mounted. Repeat on the right side.




