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CENTRIFUGA VETCEN 
Per le esigenze dei veterinari 

 
 
 
 
 
 
 
 
 
 
Macchina costruita in conformità alle seguenti Direttive Europee: 
98/79/EC, 2006/95/EC, 2004/108/EC, 2011/65/EU, 2012/19/EU. 
 
e ai seguenti standards: ISO EN 61010-1, ISO EN 61010-2-020, 
ISO EN 61326-1. 
 
 
 

 

La centrifuga VetCen è stata progettata per soddisfare le esigenze di versatilità e piccoli volumi 
dei veterinari, garantendo facilità d’uso ed efficienza.  

La macchina è dotata di due rotori che consentono di centrifugare capillari e microprovette da 1,5 fino a 2,2 
ml. A conferire versatilità allo strumento è la possibilità di alloggiare contemporaneamente in unico rotore 
provette di diverso volume quali capillari per centrifuga e microprovette. Scelta ottimale per processare 
piccoli numeri di campioni, è altresì la soluzione più appropriate per laboratori di pronto soccorso, 
consentendo tempi più brevi di preparazione e semplificazione nella preparazione dei campioni. 

 

Dotazioni principali:  
 

 Schermo LCD per la visualizzazione di RPM (step di 100rpm) ed RCF (step di 10 xg), tempo, decelerazione; 

 Uso intuitivo per mezzo di tasti di start, stop, apertura coperchio e short centrifugation; 

 Opzione blocca/modifica di RPM/RCF durante l’uso; 

 Timer count up/down, da 0 o a RPM/RCF impostata per test di riproducibilità;  

 Memorizzazione elenco rotori; 

 Memorizzazione degli ultimi valori; accelerazione e decelerazione selezionabile dall’operatore; 

 Centralina di controllo a microprocessore, motore ad induzione senza spazzole esente da manutenzione; 

 Chiusura automatica del coperchio; possibilità di impostare l’apertura automatica del coperchio 

 Possibilità di memorizzare sino a 16 programmi 
 

Specifiche tecniche: 

 

 Capacità massima 6x1,5 – 2.2 ml + 6x 1,5x75mm  

 Velocità massima: 11.500 RPM / 12.716 xg 

 Bassa rumorosità: <60 dB. 

 Blocco coperchio e protezione contro aperture accidentale a macchina operativa 

 Blocco manuale di emergenza 
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 Sensore di sbilanciamento 

 Camera di centrifugazione in acciaio inox 

 Adattatori e rotori autoclavabili 

 Coperchio con oblò di ispezione della camera. Porta di calibrazione  
 

VERSIONI 

Codice Dimensioni (mm)(l x p x h) Peso netto(kg) Voltaggio (V) Frequenza (Hz) Consumo (W) 

      

CE 160  276  390  272  16  220-240  50-60  140 

CE 177  276  390  272  16  110-120  50-60  140 

 
 

ACCESSORI DISPONIBILI 
 

RT 126 

 

RT 130 

 
      
ROTORI ANGOLO FISSO 30º MIXTO 
   

Capacità Max 12 x 1,5 x 75 mm 
6 x 1,5 x 75mm + 6 x 
1,5/2 ml 

   
RPM 11.500 11.500 
   
Raggio(mm) 86 86 
   
RCF Max. (xg) 12716  12716 
   
Volume Dei Campioni                  Dimensioni   Provette Provette 
     
1,5 – 2,2 ml                                    diam. 11 x 39 mm    6 
     
Capillari                                          1,5 x 75mm   12 6 
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Code Dimensions 
(mm)(w x d x h)

Net weight 
(Kg)

 Voltage  
(V)

Frecuency 
(Hz)

Consumption 
(W)

CE 160 276 390 272 16 220-240 50-60 140
CE 177 276 390 272 16 110-120 50-60 140

Versions

VETCEN - Timer count up/down, from 0 or at “set RPM/RCF” for test reproducibility. Rotor list on memory.
- Last values remain on memory. Acceleration and braking selectable by operator.
- Microprocessor controlled. Induction motor maintenance free.
- Automatic lid latch lock. Open lid automatically selectable.

Features
- Capacity: Max. 6 x 1.5-2.2 ml + 6 x 1.5 x 75 ml. 
- Speed max. 11.500 RPM/12.716 xg. 
- Noiseless <60 dB.

Safety
- Lid locking and holding. 
- Manual overriding. Lid dropping protection. Imbalance switch off.
- Chamber of centrifugation in stainless steel. Adapters and rotors autoclavables.
- Viewing and calibration port in the lid. Guard ring.
- Several messages keep the operator informed about the device situation.

EU Directives: 98/79/EC, 2006/95/EC, 2004/108/EC, 2011/65/EU, 2012/19/EU. 
Standards: EN 61010-1, EN 61010-2-020, EN 61326-1.

Small veterinaries need versatile equipment, friendly to use and efficient. The centrifuge 
Vetcen  has two rotors which allow run samples on Capillaries tubes, microtubes of 1,5 
to 2,2 and 5, 10 and 15 ml tubes.

The versatility of this equipment is given by its multi rotor tubes of different volume can 
in one run , spin capillary tubes and microtubes. Optimal for processing a small number 
of samples is undoubtedly the most appropriate choice for emergency laboratories, 
and getting shortened preparation time, simplifying the separation of samples.

User friendliness
- LED screen shown (RPM on steps of 100, RCF on steps of 10xg) time and deceleration.
- Intuitive use with start, stop, lid opener and short centrifugation buttons. Blocking/modifying   
  option of RPM/RCF   while operating. 

RT 126 RT 130

ROTOR ANGLE FIXED 30 ° MIXTO

Max. capacity 12x1,5x75 mm. 6x1,5x75+6x1,5/2 ml.
RPM 11.500 11.500
Radius(mm) 86 86
RCF Max. (xg) 12.716 12.716

SAMPLE VOLUME Dim (mm) approx.
ADAPTERS

Tubes Ref.
ADAPTERS

Tubes Ref.

1.5-2.2 ml Ø 11x39 - - 6 -
Capillaries 1,5 x 75 mm. 12 - 6 -

Accessories

info@ortoalresa.com          www.ortoalresa.com         Tel.:+34  91 884 40 16
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