
HARPER
(for girls)

3-14 years
HEIGHT 98-158 cm

(38.5"-62.25")

DIFFICULTY

INTERMEDIATE

# V I K I S E W S
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H A r p E r
#vikisews

Harper is a loose-fitting hoodie with a straight cut. The edges of the lined hood
overlap at the front. Two in-seam pockets are hidden in the princess seams on the
front. The hoodie features a dropped shoulder and a shirt sleeve with two decorative
seams. The cuffs and the waistband are made out of ribbing. The sleeve and shoulder
seams, as well as the upper part of the sleeve cap, feature decorative topstitching.
Harper is below-hip length.

i m p o r T A N T !

pattern Description

The contents of this pattern are copyright protected and belong exclusively to VikiSews. You may use VikiSews
patterns for personal use. It is prohibited to share VikiSews patterns and instructions with third parties, as well as
to publish patterns and instructions online for public access. According to part 1 of clause 1252 and clause 1301
of the Civil Code of the Russian Federation, failure to comply with the mentioned rules constitutes a breach of the
legislation in force in the field of copyright and entails liability of the violator. Illegal use or distribution will be
prosecuted in accordance with legislation.

You may use VikiSews patterns for commercial use, to sew custom-made garments and/or create fashion collections,
on the condition that the patterns are solely used in a manufacturing setting and are not further shared with
individuals.
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garMENT LENGTH, SLEEvE LENGTH

Height, cm

Height, in

47.5

49.5

51.5

53.5

56.5

58.5

60.5

62.5

65.5

68.5

71.5

18 3/4

19 1/2

20 1/4

21

22 1/4

23

23 3/4

24 1/2

25 3/4

27

28 1/4

98

104

110

116

122

128

134

140

146

152

158

43.4–43.9

45.9–46.4

48.9–49.4

51.3 –51.8

55.8–56.3

58.3–58.7

60.8–61.2

63.3–63.7

69–69.4

71.3–71.7

74.8-75

17 1/8–17 1/4

18 1/8–18 1/4

19 1/4–19 1/2

20 1/4–20 1/2

22–22 1/8

23–23 1/8

23 7/8–24 1/8

24 7/8–25 1/8

27 1/8–27 3/8

28 1/8–28 1/4

29 1/2–29 1/2

Center back length
including waistband, cm

Center back length
including waistband, in

Sleeve length including
shoulder width and
cuff, cm

Sleeve length including
shoulder width and
cuff, in

38.5

41

43.25

45.5

48

50.5

52.75

55

57.5

60

62.25

30–34

Chest ease Waistline ease Hipline ease Upper arm ease

34–45

13 3/8–17 3/4

cm

inches 11 3/4–13 3/8 8 5/8–11

22–28

6–9

15.2–23

ToTAL EASE ALLoWANCE



• sewing machine for construction
• overlocker for construction and for finishing raw edges. It may be replaced with a stretch overlock stitch or

a zigzag stitch on the sewing machine (overlock or zigzag stitch width 2-3 mm, stitch length 2.5 mm)
• coverstitch or coverlock machine for topstitching.

Important. When sewing knit fabrics, it’s recommended to use specialty needles for knits (such as ballpoint,
STRETCH, SUPER STRETCH, JERSEY, etc.). These needles have a rounded tip which allows the needle to pass in
between the loops instead of piercing the threads.

tooLS AND EquipMENT

4. Two strips of lightweight fusible knit interfacing 3.5 cm (1 3/8") wide and 15–18 cm (6–7 1/8") long

depending on height and size. As an alternative, use ready-made straight fusible tape - 40 cm (16").

5. Matching thread, 5 spools (1 spool for the sewing machine and 4 spools for the overlocker)

6. Twill tape for joining the pocket bag pieces - up to 10 cm (4") depending on the size.

When purchasing fabric, please account for shrinkage and buy 5% more than required.

i M p o r T A N T !

2. Additional fabric (ribbing), 120 cm (47") wide:

3. Lining fabric (cotton jersey), 140 cm (55") wide:

98-116

122-158

38.5–45.5

48–62.25

Height, cm Height, in

0.25

0.3

1/4

3/8

Yardage, m Yardage, yds

98-110

116-158

38.5–45.5

48–62.25

Height, cm Height, in

0.4

0.45

1/2

1/2

Yardage, m Yardage, m

8
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Before applying interfacing on the main fabric, we
recommend testing interfacing and/or straight fusible tape
on a leftover piece of fabric. Also, make sure to check the
settings of the iron: the temperature, the steam (if the main
fabric can be interfaced using the steam setting), and the
time needed for the interfacing to adhere to the main
fabric.
Partially interface the following pieces:
• pocket opening seam allowance on the center front

piece. The grainline of the interfacing should be parallel to
the grainline of the garment (along the pocket opening).
To interface, put the gluey side of the interfacing (the

side that feels rough to the touch) on top of the wrong
side of the fabric piece (or a section thereof) and press
with the iron. Do not iron the piece, but instead press it
section by section, holding it down with the iron a few
seconds until that section is adhered and then pressing
down the next section. You may use a cotton pressing cloth
to protect your iron sole. Leave the piece on a hard, flat
surface for 15 minutes for it to cool down.

With the right side of the fabric facing up, overlock the
straight edge of the pocket lining in the main fabric, as
well as the pocket seam allowance on the side front piece.
Press and steam the seams, and then press flat.

Place the pocket lining in the main fabric on top of the
side front piece, right sides together. Align along the edges
of the pocket seam allowances and match the notches. Pin,
and if needed, baste. Stitch on the sewing machine to join
the pocket lining in the main fabric to the side front.
Backstitch in the beginning and end.


